
P R O D U C T  S E L E C T I O N

Passive Anticorrosion Protection
Data to select the appropriate protection system.

ISO 21809-3 · EN 12068

i Please complete this form in block capitals. If a value is unknown, write “unknown”; if it has not been verified, write “assumed”. Send

the scanned form, together with photos and analyses, to info@vstktechnology.com.

1 REQUESTER INFORMATION

2 APPLICATION

3 APPLICATION CONDITIONS

4 PHOTO RECORD attach 3 photos of the area

Photo 1 — application area Photo 2 Photo 3

5 REMARKS
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COMPANY / CLIENT DATE

dd / mm / yyyy

CONTACT / POSITION PHONE

EMAIL PROJECT / LOCATION

STRUCTURE TYPE

Piles Pipelines Foundations Tanks Other:

FLUID

Oil Gas Hydrogen Water Other:

OPERATING TEMPERATURE
System range: −20 °C to 150 °C

°C

AVAILABLE TIME WINDOW

STANDARDS TO COMPLY WITH

ISO 21809-3 EN 12068 EN 10290 DIN 30672-1 Other:

PLANT

In operation Shut down

APPLICATION

Cold Hot

SURFACE PREPARATION

Manual removal Mechanical removal

PRIMER

Without primer With primer


